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M U D   C H E M I C A L S 
 

 

GABROSA LV / HV TECH, powder 

A technical grade of Sodium Carboxymethylcellulose. It is effective to control water loss of 

low/high viscosity mud. The degree of substitution is app. 0,9. It complies with OCMA-

DFCP2 Standard 

 

GABROSA EHV TECH, powder 

A technical grade of Sodium Carboxymethylcellulose. It gives a high viscosity to drilling mud 

with a degree of substitution over 0,8. It complies with OCMA-DFCP7 requirements. 

 

MODIVIS 900, powder 

A biopolymer Xantan Gum to build the Viscosity and the Gel Strength in water based drilling 

mud. It has been proven this product is extremely effective. Made in EU. 

 

ADAVIS 900, powder 

Xantan Gum, industrial viscosifier. 

 

MODIGUM, powder 

This product is „Guar Gum” made from the seeds of Indian beans. It can be applied to 

increase the mud viscosity. Modigum is minimizing the damage of the well bore while 

drilling and completing the well. The mud prepared from this product has got a good carrying 

capacity for drilling cuttings.  

 

MODIPOL BR Lovis 

Modified carboxymethyl starch, low viscosity grade. This product is a high quality starch, 

which is effective to control water loss and filter control in salty saturated mud and in fresh 

water mud. 

 

PAC ULV/LV/R, powder 

A high quality Poly Anionic Cellulose polymer. It is used as a fluid-loss reducer and 

viscosifier in water based muds. 

 

 

CF LIGNOSULFONATE, powder 

Chrome-free modified lignosulfonate produced from purified lignosulfonate furnish. The 

temperature stable thinner which is giving optimum rheological properties to drilling fluids. It 

is also using to control water loss of drilling mud with no influence to the flow characteristics. 
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OCMA BENTONITE, powder 

Both API and OCMA grade. High quality to ensure a good viscosity and a low water loss 

with a thin mud cake to reduce the chance of pipe stuck. 

 

ADASI OCMA BENTONITE, powder 

OCMA grade bentonite. 

 

BENTONIT W PLUS, powder 

A blend of high quality bentonite and polymers of very high and effective performance. 

Especially designed for HDD, where it is possible to solve many other problems by change of 

concentration. Also suitable for vertical drilling due to the high efficiency and very low 

contents of solids.  

 

MODISORB 200, powder 

A special Loss of Circulation Material based on cross-linked sodium polyacrylate. It is very 

effective without any problems up to 0,2% NaCl test solution. It swells very fast (during a few 

minutes). Recommended concentration is up to 5 kg/m
3
. 

 

MODIPLEX MH, powder 

A viscosifier to be used in combination with BENTONIT W Plus while drilling in extremely 

unstable formation as a gravel or quicksand.  

 

TIGHT SEAL BENTONITE, pellets 

A cylindrically shaped bentonite of Wyoming type with a swelling capacity of appr. 400%. It 

is used as a sealant to stop water flow. When extreme mud losses are encountered (cracks in 

formation) it can be used as a loss of circulation material by dropping down the hole through 

the open drill pipe end or into the annulus. 

 

SEAL BENTONITE G12, granulates 

Equivalent to above mentioned TIGHT SEAL BENTONITE, in granulated, irregular form. 

 

MODIDET, liquid 

It is a drilling detergent, which makes a film layer on the surface of drilling tools to avoid bit 

balling and keeps the tools clean. Recommended concentration is 0,3 – 0,5 kg/m
3
. 

 

PARATROL, liquid 

It’s a blend of polymers with the dispersive and clay inhibiting properties. Mainly usable as 

a mud thinner for water based mud and for the mud influenced by the cement.  

 

ARGIPOL P, powder (PHPA) 

A mixture of several polymers to combine viscosity and shale stabilisation. Very effective as 

a single product in core drilling to increase the core recovery. Available in 10kg bags as the 

powder. It can be effectively used in combination with PAC R. 
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ARGIPOL NF, liquid 

Blend of anionic polymers creating high viscosity even at very low concentration. It reduces 

clay and shale swelling. Effective at core drilling – improves core recovery. Easy to apply. 

Packed in 25kg jerry cans. 

 

MODICIDE 340, liquid 

A liquid biocide used especially in oil/gas wells drilling to protect the mud properties and pay 

zone fluids against bacteria contamination. It should be added to the mixing water first (app. 1 

litre per 1 m
3
 mud) and then continuously 0,25 ltr to 0,5 ltr per 1 m

3
 mud every 1 to 5 days 

depending on flow line temperature. 

 

MODIWORKOVER 860, granulate powder 

A mixture of non-anionic Cellulose Polymers and Micro dolomite. It is used especially as a 

blockator (for TEMPBLOCKS) with SAND SEAL for workover operation at underground 

gas storage and Oil wells, etc. 

 

MODIFOAM 735, liquid 
A high concentrated anionic type of drilling foam where polymers are built into the system. 

This results into very elastic and stiff foam with a high carrying capacity. This foam has to be 

mixed with fresh water but once the foam is produced it can withstand saltwater inflow. It is 

using especially in rotary water well drilling and foam drilling with DTH hammers to increase 

the carrying capacity of air flow in large annulus. Remarkable medium in total loss of 

circulation areas where plenty of water is needed.  

 

DEFOAMER T, liquid 

Universal defoamer for drilling mud and cement slurries. The liquid chemical used in surface 

mud system to prevent foaming of drilling mud. It is frequently used in water well drilling 

with DTH hammer spraying the water solution of it to destroy the foam at the surface and/or 

adding to the drilling mud.  

 

MICRODOL 325, powder 

This product is composed from a very fine (micronised) dolomite which is using as 

a weighting material up to 1,5 g/cm
3
 mud weight. As the MODIDOL 325 is pure dolomite it 

leaves no residues after acidizing and therefore it is leaving the clean formation. 

 

SAND SEAL (Uniprotect) Fine, powder 

It is being used as a non formation damaging blockator in loss of mud circulation zones. By 

using Sand Seal, the production of oil can be significantly increased. 

 

SAND SEAL (Uniprotect) Coarse, flakes 

It is a coarser class of Sand Seal Fine to avoid the severe loss of mud circulation.  
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SODIUM HEXAMETAPHOSPHATE, powder 

Softening agent against corrosion or scaling prevention in chemical water treatment. It is also 

used in the production of detergents and cleaning compositions as a liquefying agent in 

ceramic industry. It is also used for mud cake breaking in the oil industry. 

 

NUT PLUG Fine/Coarse, powder/flakes 

Loss of circulation Material made from milled almonds crusts. It is being delivered as fine 

powder or coarse flakes. Both can be combined depending on formation L.C. character. 

 

MICA Fine/Coarse, flakes 

Mica is a Lost Circulation Material used for partial to total mud losses. Depending on 

character of lost circulation zones, MICA FINE or COARSE can be used, eventually their 

combination. 

 

 

 

 

 

 

Note: ADASI Morava has over hundred drilling chemicals to offer. In case of interest, 

do not hesitate to contact us. 
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